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NATURAL RESOURCES CONSERVATION SERVICE
CONSERVATION PRACTICE STANDARD

POND (No.)
Code 378

* Indicates a North Dakota Supplement
DEFINITION

A water impoundment made by constructing a
dam or an embankment or by excavating a pit or
dugout.

In this standard, ponds constructed by the first
method are referred to as embankment ponds,
and those constructed by the second method are
referred to as excavated ponds. Ponds
constructed by both the excavation and the
embankment methods are classified as
embankment ponds if the depth of water
impounded against the embankment at spillway
elevation is 3 ft or more.

PURPOSE

To provide water for livestock, fish and wildlife,
recreation, fire control, crop and orchard
spraying, and other related uses, and to maintain
or improve water quality.

SCOPE

This standard establishes the minimum
acceptable quality for the design and
construction of ponds if:

1. Failure of the dam will not result in loss of
life; in damage to homes, commercial or
industrial buildings, main highways, or
railroads; or in interruption of the use or
service of public utilities.

2. The product of the storage times the
effective height of the dam is less than
3,000. Storage is the volume, in acre-feet, in
the reservoir below the elevation of the crest
of the emergency spillway. The effective
height of the dam is the difference in
elevation, in feet, between the emergency
spillway crest and the lowest point in the
cross section taken along the centerline of
the dam. If there is no emergency spillway,

the top of the dam is the upper limit.

3. The effective height of the dam is 35 ft or
less, and the dam is hazard class (a).

CONDITIONS WHERE PRACTICE
APPLIES

Site conditions. Site conditions shall be such
that runoff from the design storm can be safely
passed through (1) a natural or constructed
emergency spillway, (2) a combination of a
principal spillway and an emergency spillway, or
(3) a principal spillway.

Drainage area. The drainage area above the
pond must be protected against erosion to the
extent that expected sedimentation will not
shorten the planned effective life of the structure.
The drainage area shall be large enough so that
surface runoff and ground-water flow will
maintain an adequate supply of water in the
pond. The quality shall be suitable for the
water’s intended use.

* Reservoir area. The topography and soils of
the site shall permit storage of water at a depth
and volume that ensure a dependable supply,
considering beneficial use, sedimentation,
season of use, and evaporation and seepage
losses. If surface runoff is the primary source of
water for a pond, the soils shall be impervious
enough to prevent excessive seepage losses or
shall be of a type that sealing is practicable.

*PLANNING CONSIDERATIONS
* Design criteria for embankment ponds

Foundation cutoff. A cutoff of relatively
impervious material shall be provided under the
dam if necessary. The cutoff shall be located at
or upstream from the centerline of the dam. It
shall extend up the abutments as required and
be deep enough to extend into a relatively
impervious layer or provide for a stable dam
when combined with seepage control.

Conservation practice standards are reviewed periodically, and updated if needed. To obtain
the current version of this standard, contact the Natural Resources Conservation Service.
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The cutoff trench shall have a bottom width
adequate to accommodate the equipment used
for excavation, backfill, and compaction
operations. Side slopes shall not be steeper
than one horizontal to one vertical.

e Seepage control. Seepage control is to be
included if (1) pervious layers are not
intercepted by the cutoff, (2) seepage
creates swamping downstream, (3) such
control is needed to insure a stable
embankment, or (4) special problems
require drainage for a stable dam.

Seepage may be controlled by (1)
foundation, abutment, or embankment
drains; (2) reservoir blanketing; or (3) a
combination of these measures.

* Earth embankment. The minimum top width
for a dam is shown in Table 1. If the
embankment top is to be used as a public road,
the minimum width shall be 16 ft for one-way
traffic and 26 ft for two-way traffic. Guardrails or
other safety measures shall be used where
necessary and shall meet the requirements of
the responsible road authority.

Table 1.- Minimum top width for dams

Total height of

embankment Top width
ft ft
10 or less 6
10-15 8
15-20 10
20-25 12
25-35 14
35 or more 15

* The combined upstream and downstream side
slopes of the settled embankments shall not be
less than five horizontal to one vertical, and
neither slope shall be steeper than two horizontal
to one vertical. All slopes must be designed to
be stable, even if flatter side slopes are required.

* If needed to protect the slopes of the dam,
special measures, such as berms, rock riprap,
sand-gravel, soil cement, or special vegetation,
shall be provided (Technical Releases 56 and
69).

The minimum elevation of the top of the settled
embankment shall be 1 ft above the water
surface in the reservoir with the emergency
spillway flowing at design depth. The minimum
difference in elevation between the crest of the
emergency spillway and the settled top of the
dam shall be 2 ft for all dams having more than a
20-acre drainage area or more than 20 ft in
effective height.
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The design height of the dam shall be increased
by the amount needed to insure that after
settlement the height of the dam equals or
exceeds the design height. This increase shall
not be less than 5 percent, except where
detailed soil testing and laboratory analyses
show that a lesser amount is adequate.

*Principal spillway. A pipe conduit, with
needed appurtenances, shall be placed under or
through the dam, except where rock, concrete,
or other types of mechanical spillways are used,
or where the rate and duration of flow can be
safely handled by a vegetated or earth spillway.

* The crest elevation shall be no less than 0.5 ft
below the crest of the emergency spillway for
dams having a drainage area of 20 acres or less,
and no less than 1 ft for those having a drainage
area of more than 20 acres.

When design discharge of the principal spillway
is considered in calculating peak outflow through
the emergency spillway, the crest elevation of
the inlet shall be such that the full flow will be
generated in the conduit before there is
discharge through the emergency spillway. The
inlets and outlets shall be designed to function
satisfactorily for the full range of flow and
hydraulic head anticipated.

*The capacity of the pipe conduit shall be
adequate to discharge long-duration, continuous,
or frequent flows without flow through the
emergency spillways. The diameter of the pipe
shall not be less than 4 in. If the pipe conduit
diameter is 10 in or greater, its design discharge
may be considered when calculating the peak
outflow rate through the emergency spillway.

Pipe conduits under or through the dam shall
meet the following requirements. The pipe shall
be capable of withstanding external loading
without yielding, buckling, or cracking. Flexible
pipe strength shall not be less than that
necessary to support the design load with a
maximum of 5 percent deflection. The inlets and
outlets shall be structurally sound and made of
materials compatible with those of the pipe. All
pipe joints shall be made watertight by the use of
couplings, gaskets, caulking, or by welding.

For dams 20 ft or less in effective height, accept
able pipe materials are cast-iron, steel,
corrugated steel or aluminum, asbestos-cement,
concrete, plastic, vitrified clay with rubber
gaskets, and cast-in-place reinforced concrete.
Asbestos-cement, concrete, and vitrified clay
pipe shall be laid in a concrete bedding. Plastic
pipe that will be exposed to direct sunlight shall
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be made of ultraviolet-resistant materials and
protected by coating or shielding, or provisions
for replacement should be made as necessary.
Connections of plastic pipe to less flexible pipe
or structures must be designed to avoid stress
concentrations that could rupture the plastic.

For dams more than 20 ft in effective height,
conduits shall be plastic, reinforced concrete,
cast-in-place reinforced concrete, corrugated
steel or aluminum, or welded steel pipe. The
maximum height of fill over any principal spillway
steel or aluminum pipe must not exceed 25 ft.
Pipe shall be watertight. The joints between
sections of pipe shall be designed to remain
watertight after joint elongation caused by
foundation consolidation. Concrete pipe shall
have concrete bedding or a concrete cradle, if
required. Cantilever outlet sections, if used,
shall be designed to withstand the cantilever
load. Pipe supports shall be provided when
needed. Other suitable devices such as a Saint
Anthony Falls stilling basin or an impact basin
may be used to provide a safe outlet. Protective
coatings of asbestos-bonded, asphalt coated, or
vinyl coating on galvanized corrugated metal
pipe, or coal tar enamel on welded steel pipe
should be provided in areas that have a history
of pipe corrosion, or where the saturated soil
resistivity is less than 4,000 ohms-cm, or where
soil pH is lower than 5.

Specifications in Tables 2 and 3 are to be
followed for polyvinyl chloride (PVC), steel, and
aluminum pipe.

* Cathodic protection is to be provided for coated
welded steel and galvanized corrugated metal
pipe where soil and resistivity studies indicate
that the pipe needs a protective coating, and
where the need and importance of the structure
warrant additional protection and longevity. If
cathodic protection is not provided for in the
original design and installation, electrical
continuity in the form of joint-bridging straps
should be considered on pipes that have
protective coatings. Cathodic protection should
be added later if monitoring indicates the need.

Practice standard 430-FF provides criteria for
cathodic protection of welded steel pipe.

* Seepage control along a pipe conduit spillway

shall be provided if any of the following

conditions exist:

1. The effective height of dam is greater than 15 ft.

2. The conduit is of smooth pipe larger than 8 in.
The conduit is of corrugated pipe larger than 12
in. in diameter.
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Table 2. - Acceptable PVC pipe for use in earth dams?

Nominal pipe size  Schedule for standard Maximum depth
dimension ratio (SDR)  of fill over pipe

in ft

4 or smaller Schedule 40 15
Schedule 80 20

SDR 26 10

6,8,10,12 Schedule 40 10
Schedule 80 15

SDR 26 10

1Polyvinyl chloride pipe, PVC 1120 or PVC 1220, conforming to ATSM-D-1785

or ATSM-D-2241.

Table 3. - Minimum gage for corrugated metal pipe
[2-2/3-in x %-in corrugations]1

Minimum gauge for Minimum thickness (In)
steel pipe with of aluminum pipe

Fill diameter (in) of — with diameter (in) of —

21 and 21 and
height less 24 30 36 42 48 less 24 30 36
(ft)

1-15 16 16 16 14 12 10 0.06 0.06 0.0750.075
15-20 16 16 16 14 12 10 .06 .075 .105 .105
20-25 16 16 16 12 10 10 .06 .105 .135 °*

1 Pipe with 6-, 8-, and 10-in diameters has 1-1/2 in x ¥%-in corrugations.
2 Riveted or helical fabrication.

3 Not permitted.

Seepage along pipes extending through the
embankment shall be controlled by use of a filter
and drainage diaphragm, unless it is determined
that antiseep collars will adequately serve the
purpose.

The drain is to consist of sand, meeting fine
concrete aggregate requirements (at least 15%
passing the No. 40 sieve but no more than 10%
passing the No. 100 sieve). If unusual soil
conditions exist, a special design analysis shall
be made.

The drain shall be a minimum of 2 ft thick and
extend vertically upward and horizontally at least
three times the pipe diameter, and vertically
downward at least 18 in. beneath the conduit
invert. The drain diaphragm shall be located
immediately downstream of the cutoff trench,
approximately parallel to the centerline of the
dam.

The drain shall be outletted at the embankment

downstream toe, preferably using a drain backfill
envelope continuously along the pipe to where it
exits the embankment. Protecting drain fill from
surface erosion will be necessary.

When antiseep collars are used in lieu of a
drainage diaphragm, they shall have a watertight
connection to the pipe. Maximum spacing shall
be approximately 14 times the minimum
projection of the collar measured perpendicular
to the pipe. Collar material shall be compatible
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with pipe materials. The antiseep collar(s) shall
increase by 15% the seepage path along the
pipe.

Closed conduit spillways designed for pressure
flow must have adequate antivortex devices.

* To prevent clogging of the conduit, an
appropriate trash guard shall be installed at the
inlet or riser.

A pipe with a suitable valve shall be provided to
drain the pool area if needed for proper pond
management or if required by State law. The
principal spillway conduit may be used as a pond
drain if it is located where it can perform this
function.
*  Supply pipes through the dam to watering
troughs and other appurtenances shall have
an inside diameter of not less than 1-1/4 in.

* Emergency spillways. Emergency spillways
convey large flood flows safely past earth
embankments.

An emergency spillway must be provided for
each dam, unless the principal spillway is large
enough to pass the peak discharge from the
routed design hydrograph and the trash that
comes to it without overtopping the dam. The
following are minimum criteria for acceptable
use of a closed conduit principal spillway without
an emergency spillway: a conduit with a cross-
sectional area of 3 ft2 or more, an inlet that will
not clog, and an elbow designed to facilitate the
passage of trash.

*The minimum capacity of a natural or
constructed emergency spillway shall be that
required to pass the peak flow expected from a
design storm of the frequency and duration
shown in table 4, less any reduction creditable to
conduit discharge and detention storage.

*The emergency spillway shall safely pass the
peak flow, or the storm runoff shall be routed
through the reservoir. The routing shall start
either with the water surface at the elevation of
the crest of the principal spillway or at the water
surface after 10 days’ drawdown, whichever is
higher. The 10-day drawdown shall be
computed from the crest of the emergency
spillway or from the elevation that would be
attained if the entire design storm were
impounded, whichever is lower.

Emergency spillways shall provide for passing
the design flow at a safe velocity to a point
downstream where the dam will not be
endangered.
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Constructed emergency spillways are open
channels that usually consist of an inlet channel,
a control section, and an exit channel. They
shall be trapezoidal and shall be located in
undisturbed or compacted earth. The side
slopes shall be stable for the material in which
the spillway is to be constructed. For dams
having an effective height exceeding 20 ft, the
emergency spillway *shall have a bottom width
of not less than 10 ft.

« Upstream from the control section, the inlet
channel shall be level for the distance needed
to protect and maintain the crest elevation of
the spillway. The inlet channel may be
curved to fit existing topography. The grade
of the exit channel of a constructed
emergency spillway shall fall within the range
established by discharge requirements and
permissible velocities.

Structural emergency spillways. If chutes or
drops are used for principal spillways or principal
emergency or emergency spillways, they shall be
designed according to the principles set forth in
the Engineering Field Manual for Conservation
Practices and the National Engineering
Handbook-Section 5, Hydraulics; Section 11,
Drop Spillways; and Section 14, Chute Spillways.
The minimum capacity of a structural spillway
shall be that required to pass the peak flow
expected from a design storm of the frequency
and duration shown in table 4, less any reduction
creditable to conduit discharge and detention
storage.

Visual resource design. The visual design of
ponds shall be carefully considered in areas of
high public visibility and those associated with
recreation. The underlying criterion for all visual
design is appropriateness. The shape and form
of ponds, excavated material, and plantings are
to relate visually to their surroundings and to
their function.

The embankment may be shaped to blend with
the natural topography. The edge of the pond
may be shaped so that it is generally curvilinear
rather than rectangular. Excavated material can
be shaped so that the final form is smooth,
flowing, and fitting to the adjacent landscape
rather than angular geometric mounds. If
feasible, islands may be added for visual interest
and to attract wildlife.

* Planning criteria for excavated ponds
* Design criteria for excavated ponds

Runoff. Provisions shall be made for a pipe and
emergency spillway if necessary. Runoff flow
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patterns shall be considered when locating the
pit and placing the spoil (see table 4).

Table 4.-Minimum spillway capacity

Minimum design

storm?
Drainage Effective Storage  equency  Minimum
area ht. of duration
dam?!
acre ft ac-ft yr hr
20 or less 20 or less less than 50 10 24
20 or less more than 20 less than 50 25 24
less than 20 less than 50 25 24
All others 50 24

L As defined under “Scope.”
2 Select rain distribution based on climatological region.

*Side slopes. Side slopes of excavated ponds
shall be stable and shall not be steeper than one
horizontal to one vertical. If livestock will water
directly from the pond, a watering ramp of ample
width shall be provided. The ramp shall extend
to the anticipated low water elevation at a slope
no steeper than three horizontal to one vertical.

Perimeter form. If the structures are to be used
for recreation or are highly visible to the public,
the perimeter or edge should be curvillinear.

Inlet protection. If surface water enters the
pond in a natural or excavated channel, the side
slope of the pond shall be protected against
erosion.
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* Excavated material. The material excavated
from the pond shall be placed so that its weight
will not endanger the stability of the pond side
slopes and so that it will not be washed back into
the pond by rainfall. It shall be disposed of in
one of the following ways:

1. Uniformly spread to a height that does not
exceed 3 ft, with the top graded to a
continuous slope away from the pond.

2. Uniformly placed or shaped reasonably well,
with side slopes assuming a natural angle of
repose. The excavated material will be
placed at a distance equal to the depth of
the pond but not less than 12 ft from the
edge of the pond.

3. Shaped to a designed form that blends
visually with the landscape.

4. Used for low embankment and leveling.

Hauled away.

* PLANS AND SPECIFICATIONS

Plans and specifications for installing ponds shall
be in keeping with this standard and shall
describe the requirements for applying the
practice to achieve its intended purpose.
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Embankment Pond
Specifications

Foundation preparation

The foundation area shall be cleared of trees,
logs, stumps, roots, brush, boulders, sod, and
rubbish. If needed to establish vegetation, the
topsoil and sod shall be stockpiled and spread
on the completed dam and spillways. Foundation
surfaces shall be sloped no steeper than a ratio
of one horizontal to one vertical. The foundation
area shall be thoroughly scarified before
placement of the fill material. The surface shall
have moisture added, or it shall be compacted if
necessary so that the first layer of fill material
can be compacted and bonded to the
foundation.

The cutoff trench and any other required
excavations shall be dug to the lines and grades
shown on the plans or as staked in the field. If
they are suitable, excavated materials may be
used in the permanent fill. Existing stream
channels in the foundation area shall be sloped
no steeper than a ratio of one horizontal to one
vertical. They shall be deepened and widened
as necessary to remove all stones, gravel, sand,
stumps, roots, and other objectionable material
and to accommodate compaction equipment.

Foundation areas shall be kept free of standing
water when fill is placed on them.

Fill placement

The material placed in the fill shall be free of
detrimental amounts of sod, roots, frozen soil,
stones more than 6 in. in diameter (except for
rockfills), and other objectionable material.

Drainfill shall be kept from being contaminated
by adjacent soil materials during placement by
either placing it in a cleanly excavated trench or
by keeping the drain at least 1 ft above the
adjacent earthfill.

Selected drainfill and backfill material shall be
placed around structures, pipe conduits, and
antiseep collars at about the same rate on all
sides to prevent damage from unequal loading.

Fill material shall be placed and spread
beginning at the lowest point of the foundation
and then bringing it up in horizontal layers thick
enough that the required compaction can be
obtained. The fill shall be constructed in
continuous horizontal layers. If openings or
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sectionalized fills are required, the slope of the
bonding surfaces between the embankment in
place and the embankment to be placed shall
not be steeper than a ratio of three horizontal to
one vertical. The bonding surface shall be
treated the same as that specified for the
foundation to insure a good bond with the new
fill.

The distribution and gradation of materials shall
be such that no lenses, pockets, streaks, or
layers of material shall differ substantially in
texture or gradation from the surrounding
material. If it is necessary to use materials of
varying texture and gradation, the more
impervious material shall be placed in the center
and upstream parts of the fill. If zoned fills of
substantially differing materials are specified, the
zones shall be placed according to lines and
grades shown on the drawings. The complete
work shall conform to the lines, grades, and
elevations shown on the drawings or as staked
In the field.

Moisture control

The moisture content of the fill material shall be
adequate for obtaining the required compaction.
Material that is too wet shall be dried to meet this
requirement, and material that is too dry shall be
wetted and mixed until the requirement is met.

Compaction

Construction equipment shall be operated over
each layer of fill to insure that the required
compaction is obtained. Special equipment shall
be used if needed to obtain the required
compaction.

If a minimum required density is specified, each
layer of fill shall be compacted as necessary to
obtain that density.

Fill adjacent to structures, pipe conduits, and
drainfill or antiseep collars shall be compacted to
a density equivalent to that of the surrounding fill
by hand tamping or by using manually directed
power tampers or plate vibrators. Fill adjacent to
concrete structures shall not be compacted until
the concrete has had time to gain enough
strength to support the load.

Protection

A protective cover of vegetation shall be
established on all exposed surfaces of the
embankment, spillway, and borrow area if soil
and climatic conditions permit. If soil or climatic
conditions preclude the use of vegetation and
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protection is needed, nonvegetative cover such
as mulches or gravel may be used. In some
places, temporary vegetation may be used until
permanent vegetation can be established. The
embankment and spillway shall be fenced if
necessary to protect the vegetation.

Preparing the seedbed, seeding, fertilizing, and
mulching shall comply with instructions in
technical guides.

Principal spillway

Corrugated metal pipe shall conform to the
requirements of Federal Specifications WW-P-
402 or WW-P-405, as appropriate. Other pipe
materials shall conform to appropriate
specifications. Antiseep collars shall be of
materials compatible with that of the pipe and
shall be installed so that they are watertight. The
pipe shall be installed according to the
manufacturer's instructions. It shall be firmly and
uniformly bedded throughout its length and shall
be installed to the line and grade shown on the
drawings.

Concrete

The mix design and testing of concrete shall be
consistent with the size and requirements of
the job. Mix requirements or necessary
strength shall be specified. The type of
cement, air entrainment, slump, aggregate, or
other properties shall be specified as
necessary. All concrete is to consist of a
workable mix that can be placed and finished
in an acceptable manner.
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Necessary curing shall be specified.
Reinforcing steel shall be placed as indicated
on the plans and shall be held securely in place
during concrete placement. Subgrades and
forms shall be installed to line and grade, and
the forms shall be mortartight and unyielding
as the concrete is placed.

Foundation and embankment drains

Foundation and embankment drains, if required,
shall be placed to the line and grade shown on
the drawings. Detailed requirements for drain
material and any required pipe shall be shown in
the drawings and specifications for the job.

Excavated ponds specifications

The completed excavation shall conform to the
lines, grades, and elevations shown on the
drawings or as staked in the field.

Embankment and excavated ponds

Construction operations shall be carried out so
that erosion and air and water pollution are
minimized and held within legal limits. All work
shall be con ducted in a skillful and workmanlike
manner. The completed job shall present a
workmanlike appearance.

Measures and construction methods that
enhance fish and wildlife values shall be
incorporated as needed and practical. Fencing
and cover to control erosion and pollution shall
be established as needed. Appropriate safety
measures, such as warning signs, rescue
facilities, and fencing, shall be provided as
needed.
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POND #378
Embanknent
(North Dakota Suppl enent)

*Reservoir Area

Borrow renoved fromthe reservoir area should not expose
perneabl e strata. If pernmeable strata is exposed, the exposed
area wll be blanketed with inpervious material to the
fol |l ow ng dept hs:

Wat er Depth Bl anket Thi ckness
(feet) (feet)
0 - 10 2
10 - 15 3
Over 15 Per Area Engi neer

O her methods of treating the exposed area can be referred to
Practice Standard 521, Pond Seating or Lining.

*Pl anni ng Consi derations
Permts

Prior to design of this practice, procedures as set forth in
the NRCS Ceneral Manual -450, Part ND481 and ND482, will be
reviewed. This establishes the policy for Soil Conservation
Servi ce personnel in giving assistance to applicants for water
rights, construction permts, or approval of water projects as
required by State Law.

Landowners shall be advised that the construction of any pond
may require a permt fromthe U S. Arny Corps of Engineers in
accordance with Section 404 of the C ean Water Act.

I nformati on and applications may be obtained fromthe Corps of
Engi neers Regulatory Ofice in Bismarck (Tel 255-0015).
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Water Quantity

1. Effects upon components of the water budget, especially
effects on volunes and rates of runoff, infiltration,
evaporation, transpiration, deep percolation, and ground
wat er rechar ge.

2. Variability of the practice's effects caused by seasonal
or climtic changes.

3. Effects on downstream flows or aquifers that would affect
ot her water uses.

4. Potential use for water managenent to conserve water.

Water Quality

1. Effects on the novenent of sedinent, pathogens, and
sol ubl e material substances carried by seepage water.

2. Effects on the visual quality of downstream water
resour ces.

3. Short-termand construction-related effects of this
practice on the quality of the pool and downstream
wat er .

4. Effects of soil water |evel control on the tenperatures
of downstream waters to prevent undesired effects on
aquatic and wldlife communities.

5. Effects on wetlands or water-related wildlife habitats.

Range Pl anni ng Requirenents

This practice should (1) alter grazing patterns to enhance
wat er quality, protect critical areas, and inprove the
distribution of grazing, (2) provide reliable water quality
and quantity to neet |ivestock requirenents, and (3) be a
practical nethod of providing the needed water.

Normal distribution of watering facilities provides water
between 1/4 to 1/2 mle distance in rough terrain, and

1/2 to 1 mle in gentle terrain. For nore specific

gui delines, refer to Section 803.3, Livestock Water
Facilities, National Range Handbook, NRH 1, July 13, 1976, or
current publication.
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Fi shponds

Ponds planned primarily for a sport fishery generally require
consi derations not needed in other structures.

| deal sites are those with pond slopes 3:1 or steeper, and no
shal | ow water areas (less than 3 feet).

Where this cannot be net, the side slopes on enbanknent ponds
shall be sloped to a 3:1 ratio or steeper, to a mninum 3 foot
depth, for at least 1/2 of the pond shoreline.

For managenent criteria, see Practice Standard 399, Fi shpond
Managenent .

Wl dlife Devel opnents - Wldlife devel opnents nmust provide a
suitable environnment for the wildlife for which it is to be
constructed. For nmanagenent criteria and site information,
see Wldlife Wetland Habitat Managenent (644) and Wldlife
Watering Facility (648) in the Technical Guide.

*Design Criteria for Enmbanknment Ponds

Soils Investigation - Foundation and borrow i nvestigations
shall be conpleted on all structures before the design is
started. The extent of the investigation shall be determ ned
by the person having job approval for the site.

Pond Size - The m nimum design size shall be from Table A,
Design Criteria for Enmbanknent Ponds. The follow ng itens
shoul d be considered in determ ning the required storage for
each site:

(1) consunptive use

(2) the net evaporation |oss (see Chapter 8, Evaporation -
N. D. Hydrol ogy Manual)

(3) seepage | oss

(4) annual runoff (see Chapter 7, Annual Yield,
N. D. Hydrol ogy Manual)

(5) sedinent deposited during the useful life of the
structure.
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TABLE A

DESI GN CRI TERI A FOR EMBANKMENT PONDS

(Tabl e bel ow provi des mini num design criteria for drainage area, size, depth, clearing, and spacing)

M ni num M ni mum M ni mum Ar ea M ni num
Dr ai nage Aver age @ ni mum Sur face
Area Dept h Dept h Area
(Ac) (Ft.) (Sq. Ft.) (Ac) Cl earing Spaci ng
Li vest ock:
No water table 30 8 1, 000 N. A. O ear pernanent See narrative for
pool area range pl anni ng
Rel i abl e i nfl ow 0 8 1, 000 N. A. “ “
(spring)
Fire Control Adequate to
provi de required - -- -- -- --
st orage
Fi shpond:
Not continuous inflow 100 18 1, 000 1.0 Cl ear permanent N. A
pool area
Cont i nuous i nfl ow 0 12 1, 000 1.0 “ N. A
(Mn. 20 gal/nin)
Widlife: 1/
Brood pond Adequate to 3 10% of surface 1.0 N. A 1/

provi de required area

vol une & surface

area
Satellites Adequate to 2 -- 0.25 N. A 1/

provi de required

vol une & surface

area
Watering facility Adequate to 8 N. A N. A N. A

provi de required

vol une & surface area
1/ For details, see Wldlife Wtland Habitat Minagenment (644) and Wldlife Watering Facility (648)

Section |V, Technical Cuide.
NRCS, ND
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*Seepage Contro

Seepage control neasures are to be approved by the State
Conservati on Engi neer.

*Eart h Enmbanknent

Top Wdth --The mnimumtop width for dans shall be 10 feet.
For heights of 20" or nore, Table 1 shall be used.

Si de Sl opes - The upstream si de slope of the settled
enbanknment shall not be steeper than 3:1.

Wave Protection

I f the pond has a pernmanent pool, the upstream slope of the
enbanknment shall be protected according to the foll ow ng:

Direct Fetch (feet) Sl ope Protection
0 - 499 Veget ati on.
500 - 1800 Veget ated 10° wi de berm

at the permanent pool el evation
with a mninmm4:1 upstream
sl ope bel ow the berm

1800+ Refer to Techni cal Rel ease
56 and 69.

*Principal Spillway

Ceneral - A principal spillway shall be installed when any of
the follow ng conditions exist.

1. On drainage areas of 640 acres or nore.
2. \Wen springs or other long duration flows exist.

3. Wien required by State Law.

NRCS, ND
April 1990



378-13

4. \When one or nore of the follow ng conditions exist:
a. The profile of the enmergency spillway has any
overfall of 2.0 feet or nore, less than 150 feet
downstream of the control section

b. A good vegetative cover can not be established or
mai ntai ned in the emergency spillway and soils are
easily erodible.

c. The energency spillway has a potential for
livestock traffic. Fencing out energency
spi |l I ways shoul d be recomended to elimnate
livestock traffic.

Crest Elevations - The crest elevation of the inlet shall not
be less than 1.0 feet below the crest of the enmergency
spillway. Conduits shall be designed to flow full below the
crest of the energency spillway.

Capacity - The mninmum principal spillway capacity shall be
the 2 yr. - 24 hr. stormor the flow contributed by springs,
whi ch ever is larger.

Detention storage nay be considered in the design of the
princi pal spillway.

Conduit Size - The conduit dianeter shall not be less than 6
i nches.

Qutlet - Wien a pipe support is not used, the pipe shal

extend not less than 5 feet beyond the point where the
downst ream sl ope of the enbanknment intersects the flow |line of
the outl et channel. The pipe outlet invert shall be at |east
one foot above the outlet channel.

A pi pe support shall be used for principal spillways 24" or

| arger. The pipe support shall be placed at the intersection
of the downstream sl ope of the enbanknent and the flow |ine of
the outlet channel. The cantilever |length shall extend a

m ni rum of 5' beyond the pipe support and shall be a m ni num
of 2.0 feet above the outlet channel.

The m ninmum |l ength of the outlet section will be 24 feet
(without a joint) to provide adequate cover and support
strength for the outlet section.

A riprap lined plunge pool or other suitable energy dissipator
shall be installed if needed to dissipate energy before the
di scharge enters the outlet channel

NRCS, ND
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Principal Spillway Conduit Slopes - The preferred sl ope of
the conduit is 3.0 percent but shall not be less than 1.0
percent. The maxi num sl ope for a hooded inlet of corrugated
netal or wel ded steel pipe shall be 36 percent. Wen the

sl ope of the conduit exceeds 10 percent on pipe up to and

i ncluding 18-inch dianmeter and 7 percent on pipe |arger than
18-inch dianeter, an el bow will be used 20 feet upstreamfrom
the outlet end of the pipe. The slope of the outlet section
shall not be nore than 6 percent.

Principal spillway barrels should be canbered to assure
positive grade in the conduit as foundation consolidation
occurs.

Cat hodi ¢ Protection - Asphalt coating, vinyl coating, or other
approved coating on gal vani zed netal pipe shall be installed
inall soils with a saturated soil resistivity |less than 4000
ohns-cm or where soil pHis lower than 5.

Cat hodi ¢ protection should be provided for corrugated steel
pi pe where the saturated soil resistivity is less than 2500
ohns-cm and shall be provided if | ess than 1500 ohns-cm

Seepage Control along Conduits - Al conduits, through or
under earth enbanknents, foundations and abutnents, shall be
protected with anti-seep collars or drai nage di aphragns. This
i ncludes pipelines, utility lines, trickle tube, etc.

The seepage path used to calculate anti-seep collars shall be
the distance fromthe barrel entrance to the point where the
barrel exits the downstream slope. If a foundation or
enbanknment drain is installed, the seepage path is fromthe
barrel entrance to the drain.

The m ni mum proj ection of anti-seep collars should be 2 feet
beyond the outside dianeter of the pipe. The collars should be
equal |y spaced along the portion of the barrel within the
saturated zone with the first one approximtely 8 feet
downstream of the riser

When the normal cross section of the enmbanknent has been
changed for reasons other than stability (roadway, etc.), the
nunber of anti-seep collars may be determ ned on the basis of
a normal enbanknent tenplate.

NRCS, ND
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Trash Racks - The average flow velocity through the net open
area of the trash rack shall not exceed 2.5 fps for all flows.

St andard pl ans or approved designs will be used.

Reservoir Drawdowns - Reservoir drawdowns shall be installed
when required by State Law.

St ock Water Pipe - Consideration should be given to fencing
the shoreline and installing a stock water pipeline through
t he embanknent to a stock tank to pronote better water
quality.

*Emer gency Spill ways

Capacity - Criteria for energency spillway capacity shall be
as shown on page 2S.6 in the North Dakota Supplenment to the

Engi neering Field Manual or Table 1-7 of the N D. Hydrol ogy

Manual .

Depth of Flow - The maxi num depth of flow used in conputing
spi |l ' way di scharge shall not exceed 2.5 feet (Hp).

Vel ocity - Emergency spillway exit channel velocity shall not
exceed those shown below (velocity can be figured using
Manni ng' s equati on)

PERM SSI BLE VELOCI TI ES FOR EMERGENCY SPI LLWAYS 1/

Perm ssible Velocity 3/

Er osi on Easily

Sl ope Resi st ant Er oded

Range Soi | s Soi | s

Cover 2/ (percent) (ft/sec) (ft/sec)

Goup 1 0-5 7 5
5-10 6 4
over 10 5 3
G oup 2 0-5 5 4
5-10 4 3

Goup 3 0-5 3.5 2.5
Non- Veget at ed - 3.0 2.0

(continued on page 378-16)

NRCS, ND
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1/ Use velocities exceeding 5 feet per second only where
good covers and proper naintenance can be obt ai ned.
The val ues apply to average, uniform stands of each
type of cover.

2/ G oup 1:
Sod forners used as mi xture or as single species:
Creepi ng foxtail | nt er redi at e wheat gr ass
Pubescent wheat grass Snoot h bronegrass
Reed canarygrass St reanbank wheat gr ass
Thi ckspi ke wheat gr ass West ern wheat gr ass
Bi g bl uestem I ndi angr ass
Prairie sandreed Sand bl uestem
Swi t chgr ass
G oup 2:

M xt ures conposed of sod fornmers from Goup 1 and
bunch grasses from G oup 3.

G oup 3:

Bunch grasses

Hard fescue Tal | wheat grass

G een needl egrass Sl ender wheat grass
Bl ue grama Little bluestem

Si deoats grama

3/ Erosion resistant soils are cohesive soils with noderate
to high plasticity. Easily eroded soils are cohesionl ess
soils and soils with |ow plasticity.

Consi deration should be given to top soiling, seeding, and
fencing all energency spillways.

Cross Section - Earth and vegetated energency spillways shal
be trapezoidal in cross section and should be | ocated in cut

i f possible. The m nimum bottom w dth shall be 10 feet

regardl ess of capacity requirenments. Unless constructed in
rock, the side slopes should not be steeper than 2:1. |If snow
bl ockage is a problem the bottomw dth shall be increased.

Protecti ve neasures to control erosion, such as diversions,
shal |l be used above the side slope to divert foreign water.

NRCS, ND
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Profile - The level section of the energency spillway shal
have a m ninum |l ength of 30 feet. The |evel section shall be
straight with the centerline of the exit channel. The control
section should be downstream of the centerline of the dam

The inlet section of the spillway (upstream of the |evel
section) may be curved to fit existing topography and shoul d
grade downward to the reservoir area.

The exit channel shoul d be perpendicular to the control
section. If curvature is necessary in the downstream exit
channel, the curvature shall be far enough downstream so the
spillway flow will not endanger the downstreamtoe of the dam

A sl ope greater than critical slope should be provided bel ow
the control section.

Wng Dike - Awng dike shall be provided, if needed, to
prevent spillway flows fromcomng in contact with the
downstream sl ope of the dam The top el evation of the dike

al ong the | evel section of the spillway shall be the sane as
t he design height of the dam Bel ow the control section, the
top of the dike shall have the sanme slope as the exit channel
and the height shall be equal to or greater than the maxi num
depth of water in the spillway at peak flood flow The side
sl opes of the wing di ke shall not be steeper than 2:1 with a
mnimumtop width of 4.0 feet.

Natural Spillway - Natural spillways with grass cover may be
used if they are adequate in size, shape, and direct flows
away fromthe enbanknment. Velocities in the natural spillway
shal |l not exceed the perm ssible velocity stated in this
standard. (See page 3S.51 of the N.D. Supplenent to the

Engi neering Field Manual for capacity.)

NRCS, ND
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EXCAVATED POND

*Planning Criteria for Excavated Ponds

The excavated pond shall be placed in a |l ocation that best
serves the intended use, considering topography, drainage

area, inpact on wldlife and habitat, and/or other physical
features.

Because of the inportance of all wetlands, as set forth in
Gener al Manual - 190, ND410. 26, Protection of Wtl ands, excavated
ponds shall not be installed in wetlands until alternate sources
of water (wells, springs, dans, pipeline, etc.) and/or sites have
been considered and it has been determned that there is no
practical alternative.

Landowners shall be advised that the construction of any pond may
require a permt fromthe U S. Arny Corps of Engineers in
accordance wth Section 404 of the C ean Water Act.

I nformati on and applications may be obtained fromthe Corps of
Engi neers Regulatory Ofice in Bismarck (Tel. 255-0015).

If an excavated pond is to be placed in or partially in a wetland
(Types 2 through 5), the following criteria shall be foll owed:

Wetl ands 1 Acre or Small er

Excavat ed ponds shall not be installed in wetlands unless no
other suitable site or source of water supply is available. A
spoil shall be renmoved fromthe wetl ands.

Wet | ands Over 1 Acre

Excavat ed ponds may be installed wholly or partially in wetlands.
Al'l spoil shall be placed outside the boundary of the shall ow
marsh (Type 3) or fresh neadow (Type 2)--see Wetland Vegetation
Zones--with the foll owi ng exceptions:

When abrupt or a rising topography (2 percent or greater) is
encountered at a perineter of the wetland (shall ow marsh),
the soil may be placed in the wetland. Every effort should
be made to place an excavated pond as close to the wetl and
perineter as practical to mnimze the anount of spoi

pl aced in the wetl and.

NRCS, ND
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Pl acenment of Spoi l

Spoi |l placed outside a wetland nmay be | evel ed. Spoil placed
within a wetland shall be piled adjacent to (outside of required
bermwi dths) and on either side of the excavated pond and shal
occupy an area approximately equal to the size of the excavated
pond. Spoil placed in wetlands shall have a m ni mum hei ght of 4
feet. The tops of the spoil piles shal

be flattened to a mnimumw dth of 6 feet and sl oped so that
drainage is away fromthe excavated pond. See exception to

pl acenent and flattening under Nesting |Islands. Consideration
shoul d be given to covering spoil with topsoil and seeding to
appropriate m xtures.

Spoil renoved froma wetland shall not be used to fill other
wet | ands.

NRCS, ND
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Speci al attention shall be given to incorporated features that
could inprove or maintain wildlife habitat or utilization.

VETLAND VEGETATI ON ZONES

Pond Devel opnent and Spoil Pl acenent

- STEEP TOPOGRAPHY

Legend for Zones:
A - Type 1 Wetland

ephemeral or low
prairie

seasonally flooded or
wet meadow

fresh meadow (high
water table)

shallow marsh

deep marsh

open water -

B - Type 1 Wetland

C - Type 2 Wetland

|

Type 3 Wetland .
Type 4 Wetland
Type 5 Wetland

"t O
[
|

GENTLE TOPOGRAPHY

Wl dlife Devel opnents

Wl dlife devel opments nust provide a suitable environnment for the
wildlife for which it is to be constructed. For

managenent criteria and site information, see Wldlife Wtland
Habi t at Managenent, Practice Standard 644; WIldlife Watering
Facility, Practice Standard 648; and Table B, Design Criteria for
Excavat ed Ponds, page 378B-24 of this standard.
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Nesti ng | sl ands

When approved by the State Biologist, spoil may be used to
construct a wildlife nesting island in wetlands Types 3, 4, 5,

10, and 11, over 4 acres is size. They nust be |ocated off

t he excavated pond end opposite the shoreline. Maxinmum base

of the constructed island shall not exceed 50 feet. The top

of the island shall be leveled to a height not |less than 3 feet,
but not to exceed 5 feet. Allow a design height approximately 1.5
feet above the nean water |evel of the wetland.

Only one nesting island shal
be constructed

Veget ati on

It is highly desirable to topsoil and vegetate all disturbed
ar eas.

NRCS, ND
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*Design Criteria for Excavated Ponds

Site Selection - Sufficient soil borings shall be taken to
determne if the soil is inpervious enough to hold water for
surface-fed ponds or to establish the presence of adequate
groundwat er for groundwater-fed ponds. If the soils are shall ow
and are underlain by gravel or sand, the seepage rates nay be
excessive and another site should be sel ected.

The spacing will be the sane as for other livestock, fish and
wildlife, or other related uses if nore than one excavated pond
i's required.

Normal distribution of watering facilities provides water between
1/4 to 1/2 mle distance in rough terrain and 1/2 to 1 mle in
gentle terrain. For nore specific guidelines, refer

to Section 803.3, Livestock Watering Facilities, National Range
Handbook, NRH 1, July 13, 1976, or current publication.

Capacity and Si ze Requirenents - This practice nust (1) inprove
di stribution throughout the pasture, (2) provide reliable water
quality and quantity to neet livestock requirenents, and (3) be a
practical nethod of providing the needed water.

The m ni num desi gn size shall be from Table B, Design Criteria
for Excavated Ponds. The following itens should be considered in
determ ning the required storage for each site:

(1) consunptive use
(2) the net evaporation |oss (see Chapter 8,
Evaporation, N D. Hydrol ogy Manual)
(3) seepage |oss
(4) annual runoff (see Chapter 7, Annual Yield,
N. D. Hydrol ogy Manual)
(5) sedinment deposited during the useful life of the structure.

Consi deration should be given to relocating the pond when
there is excessive erosion in the drainage area from cropl and,
etc.

I n designing high water table excavated ponds, caution shall be
used in selecting mninmumdepths to insure that an adequate
supply of water will be avail able during seasonal | ow water

| evel s. Mottled zones in the soil profile indicate

fluctuating water tables. Solid colors, usually olive or

greeni sh, occurring below the nottled zone, usually indicate
per manent water |evels.
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TABLE B

DESI GN _CRI TERI A FOR EXCAVATED PONDS

M ni mum
M ni mum 1/ M ni mum M ni mum Desi gn End
Dr ai nage Aver age Sq. Ft. M ni mum Desi gn Slope (with
Area Dept h @ept h Fl ow Si de one end

Princi pal Use (Acres) (Feet) (SqFt) (Gl /Mn) Si ze Sl opes Sl ope 2:1) Spaci ng

Li vest ock:

No water table 30 8 mn. -- -- 2:1 4:1 See narrative

1000 for livestock
Rel i abl e wat er
tabl e 0 3" bel ow mn. -- -- 2:1 4:1 See narrative
wat er 1000 for livestock
tabl e
Fi sh Pond:
Not conti nuous
i nfl ow 100 18 mn. -- mn.1.0 acre 2:1 but not That needed N. A
Cont i nuous 1000 flatter than for
i nfl ow no mn. 12 mn. 20 mn.1.0 acre 3:1 to depth construction N. A
1000 of 3' bel ow
design el ev.
Widlife:
Brood Pond 1/ Commensurate 3 10% of -- mn.1.0 acre 10: 1 10:1 N. A
with size or surface
surface area area
Satellites “ 2' not to - - - - m n. 900 Sq. Ft. 6: 1* 6:1 At | east
exceed 3’ max. 6000 Sq. Ft. 150" apart
mn. wdth 30
Level ditching 1/ * 3" not to - - - - mn. 2000 Sg. Ft. 6: 1% 6:1 At | east
exceed 4' max. 10, 000 Sq. Ft. 150" apart
max. 200 ft.long mex. 1 per
top width 40' to 100 2 ac. marsh
Wat eri ng pond “ 8 N. A - - max. 600 2:1 4.1 **
CuYd/ Vol . **

Bl ast ed: *ox* *ox* N. A N.A. mn.400 Sqg. Ft. N. A N. A At | east
max. 6000 Sq. Ft. 150" apart
max. 150" 1ong

* Flatter sides nmay be used if feasible.
** For details, see Wldlife Watering Facility (648) Section IV
*** Refer to narrative Wldlife Wetland Habitat Managenent (644) Section |V
Site and spoil placenent required State office approval
NRCS, ND
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*Sl opes

When the excavated pond is orientated at the edge of the
wet |l and, the end slopes nmay be 2:1, if the upland watering
ranp is 30 feet wwde with a 4:1 sl ope.

A sand-gravel or scoria blanket should be installed to reduce
erosion of the ranp, contam nation and boggi ng down of

| i vestock. A blanket of not Iess than 6 inches in depth
shoul d be reconmmended on all ranps except gravelly or stable,
wel | drained slopes. The thickness should be increased when
boggy conditions exist. The sand-gravel blanket should be
reasonably clean pitrun material with approximtely 85 percent
passing a 1-inch sieve. Wen scoria is used, the material

w Il be approved by the NRCS representative before placenent.

Excavat ed ponds having unstabl e or poorly drai ned sl opes
shoul d be graveled fromthe top of the 4:1 slope to 2 feet
bel ow average water depth (high water table) or gravel ed half
way down the slope where receiving water fromrunoff.

If the excavated pond is built in sandy soils, consideration
should be given to a 5:1 ranp slope with a gravel or scoria
bl anket. Consi deration should also be given to fencing the
ot her side slopes and al ong the ranp.

*Excavated Materi al

When the excavated material is used in an enbanknent (dam
provi sion nust be nmade for safely bypassing fl oodwater. (See
Enmergency Spillway Capacity.) The enbanknment top wi dth and
side slopes may be in excess of those required for ponds
whenever needed to utilize excess earth fromthe excavated
pond. However, they cannot be |ess than those required for
enbanknments. When the water depth at the upstreamtoe of the
enbanknment is 3.0 feet or nore, the structure wll be designed
under criteria for Enbanknent Ponds.
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*Pl ans and Specifications

Pl ans and specifications for enmbanknent and excavat ed ponds
shal |l give consideration to the installation of:

a. Diversions - above excavated sl opes to prevent
rilling.

b. Berns or Terraces - to reduce slope |lengths on
| ong excavat ed sl opes.

c. Sedinent Traps - pits constructed bel ow di sturbed
areas to trap sedi nent.

d. Topsoil - enbanknent, energency spillway, and ot her
critical areas.

e. Seeding - enbanknment, emergency spillway, and al
di sturbed areas.

f. Mulching - critical areas.

g. Fencing - protecting seeded areas.
Requi red specifications shall appear on the plans or in
separate witten form and shall include the follow ng, where

appl i cabl e:

1. North Dakota Handbook of Construction and Materi al
Speci fications for Conservation Practices

a. Construction Specifications
b. Material Specifications

2. ND-8, Enbanknent Pond
3. ND-9, Excavated Pond

As-built plans shall be prepared in accordance with National
Engi neeri ng Manual, Section 512, Subpart F.
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